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Company Profile
Vector Optics has provided premium optics and 
innovative sighting system for more than 15 years. 

We design, build and test our scopes & red dot sights for 
rifles and pistols to be used in all fields of applications for 
hunting, defense, sporting & competition.

To fully benefit from the support provided by Vector team, 
please register your product at warranty.vectoroptics.com.
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ALWAYS KEEP THE MUZZLE POINTED IN A SAFE DIRECTION
WARNING: NEVER LOOK AT THE SUN THROUGH THE RED 
DOT SIGHT (OR ANY OTHER OPTICAL INSTRUMENT). IT MAY 
PERMANENTLY DAMAGE YOUR EYES. MARE SURE FIREARMS 
ARE UNLOADED AND POINTED TO THE SAFE DIRECTION.

Elevation

Wire Cable Socket

Wire CableScrewdriverPlug Hex Key Quick Release Lever

LED Indicator for Charging

Battery 
Compartment

Green Illumination Button
Windage

Red Illumination Button
Mounting Adjustment Screw

Reticle Selector

Magnification N / A
Objective Lens Dia. 39x27mm
Length 110mm / 4.3 inch
Weight 260g / 9.2oz
Elevation Range 60 MOA
Windage Range 60 MOA
Click Value 1 MOA
Reticle Exclusive 8 patterns
Dot Intensity 5 levels R & G
Battery Type 3.6V LIR2032
Mounting 21mm QD weaver

Tech Specifications
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BATTERY INSTALLATION AND REPLACEMENT

Battery Compartment Cap

Before powering on your sight for the first time, you need to check or install the 
battery by removing the battery compartment cap. Your sight is powered by 1 piece 
of 3.6V LIR2032 rechargeable battery or 1 piece of 3.0V CR2032 battery.

Should the dot grows dim or not turn on, you will need 
to recharge the sight or exchange battery.

To recharge the sight, first plug the wire cable into the wire 
cable socket. Then you can choose to inset the wire cable 
into the USB charging port or connect the cable wire to 
the plug and plug them into the wall or car charger. Do 
not force the plug, it should slide in easy. 

The LED light will be red while charging and will turn 
green when the sight is fully charged. Avoid tugging on 
the cord while plugged in, it could cause damage to 
the sight.To be fully charge the sight can be charged for up to 1.5 hours depending upon 
sights depletion of internal power supply using AC power charge.

To exchange battery, use the proper coin or screw driver to loosen the battery compartment. 
Remove the used battery, insert the new one. Replace on the compartment again. 

Wire Cable Socket
LED Indicator for Charging
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MOUNTING
Your red dot sight includes an integrated QD weaver mount that fits weaver and picatinny 
rail bases. Due to the unlimited eye relief of the sight, allow at least 3 inches of clearance 
between the sight and your eyes when shooting for safety reasons. 
1. Release the quick release lever and set the mount onto the rail base so that the rail clamp 
    bolt aligns with the crosscut grooves on your rail (make sure the objective lens facing 
    towards the muzzle). 

2. Work the rail clamp into the rail until the clamping bolts seats onto the rail. 

3. When the sight is in place, pull back the quick release lever to retighten the sight firmly.

4. The adjustable nut is underneath the sight that can adjust the width of the red dot sight 
    mount base when it is loosen or tighten on the rail. Adjust as your need with screwdriver.

5. If it doesn't feel right, release the quick release lever again to remove the sight. Repeat 
    steps 1-4 until the sight mounts securely to the firearm.
Don't exceed 16 inch / prouds of torque on red dot sight's quick release lever or screws.

Quick Release Lever

Weaver Mount Base

Adjustment Nut
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RETICLE SELECTOR
This sight has 8 reticles selection located in the rear of the sight. To select the desired 
reticle, adjust the reticle selector knob to left or right.

CrossTriangle X-AcquisitionCircle-Dot 6 MOA 3MOA Bullseye CQB

TURNING ON & ADJUSTING THE BRIGHTNESS LEVEL
1. Located on the left of the red dot sight, controls the dot brightness for the sight. There are 
    5 brightness levels R and G for this sight.

2. Pressing the button close to objective lens will turn   
    the R illumination on. The other button controls the 
    G illumination thereby changing the color of the reticle 
    from R to G. To adjust the brightness level of the  
    reticle intensity, you simply press the corresponding button.

3. You can increase the brightness level to #5, which is the highest setting.  

4. When using the brightest reticle setting indoors will cause the reticle to appear blurry and 
    have a halo around the reticle. To solve this problem, the reticle brightness needs to be 
    reduced to levels 1 to 3.
5. Pressing either button for 3 seconds will turn the sight off.

Red Illumination Button

Green Illumination Button
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ZEROING

1. Select the desired reticle by adjust the reticle selector and set the intensity to a 
    comfortable level for you.

2. With the sight mounted, rest the firearm onto a solid support and aim at a target 50 or 100 
    yards / meters away. Fire 3 to 5 rounds test group onto a target that is set to your desired 
    zeroing distance.
    After the initial firing, make sure the sight is still firmly installed, or you need to mount 
    the sight again.

3. Observe the bullet holes on target and calculate how far they are off the target's center.

4. Now adjust windage & elevation screws by the prepared hex key in the direction you want 
    to move the bullet impact. Each click of adjustment moves the point of impact. Shoot 
    another 3 to 5 round test group. Repeat until you are satisfied with the point of aim.
    All test shots should be made under the same conditions to achieve maximum accuracy 
    – this includes using the same rest and same cartridge type.

ALWAYS BE SURE TO REMOVE THE LASER BORESIGHTER OR ANY 
OTHER SIMILIAR DEVICE BEFORE SHOOTING LIVE AMMUNITION.

WARNING: AN OBSTRUCTED BORE CAN CAUSE SERIOUS 
DAMAGE TO THE FIREARM AND POSSIBLE INJURY TO 
YOURSELF OR THOSE AROUND YOU.
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WINDAGE AND ELEVATION ADJUSTMENTS
1. Windage is the horizontal (left-to-right) adjustment, usually on the side of the sight. 
    Turn the windage adjustment with the prepared hex key counter-clockwise will move your  
    point of impact right.Rotating the windage adjustment clockwise will move your point of 
    impact left.

2. Elevation is the vertical (up-and-down) adjustment, usually on the top of the sight.  
    Rotating the elevation adjustment with the prepared hex key counter-clockwise will 
    raise your point of impact .Rotating the elevation adjustment clockwise will lower your 
    point of impact.

3. The sight feature 1 M.O.A. windage and elevation adjustment meaning that 1 click moves  
    the point of impact 1 inch at 100 yards.

Note: Do not continue to adjust windage and elevation adjustmens if you encounter 
resistance, or it may cause windage and windage failure.

Left Clockwise Up Counter-clockwise

Right Counter-clockwise Down Clockwise

Windage Elevation
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MAINTENANCE
Your red dot sight, though amazingly tough, is a precision instrument that deserves 
reasonable cautious care.

1. When cleaning the lens, first blow away any dirt and dust, or use a soft lens brush.  
    Fingerprints and lubricants can be wiped off with lens tissue, or a soft clean cotton cloth, 
    moistened with lens cleaning fluid.

2. All moving parts of the red dot sight are permanently lubricated. Do not try to lubricate them.

3. No maintenance is needed on the red dot sight’s outer surface, except to occasionally 
    wipe off dirt or fingerprints with a soft cloth.

4. Use lens covers whenever convenient.

For any technical related questions, please contact service@vectoroptics.com.

STORAGE
Avoid storing the red dot sight in hot places, such as the passenger compartments of 
vehicles on hot days. 

The high temperatures could adversely affect the lubricants and sealants. A vehicle’s trunk, 
a gun cabinet or a closet is preferable. Never leave the red dot sight where direct sunlight 
can enter either the objective lens.

Damage may result from the concentration (burning glass effect) of the sun’s rays.
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COMMON TROUBLE SHOOTING
1. Possible Causes & Solutions of ‘The red dot does not appear or has disappeared’
1) No battery or discharged battery: Insert one new battery or plug the wire cable to 
    charge the sight.
2) Incorrect installation: make sure the positive side of the battery is facing outward 
    and clean the contact surface and then re-install the battery.

2. Possible Causes & Solutions of ‘Impossible to reset zero’
1) E&W adjustment is at its limit: Check the alignment of mount and barrel. 
2) Impact point is moving: Inspect all sight and accessory mating connections and 
    check the stability of mount and rail.

3. Possible Causes & Solutions of ‘The dot is not a dot’
1) Sometimes there is a certain degree of astigmatism in the eyes, which leads to 
    the point not being round enough.
    Try to observe in a dark environment with a suitable brightness level to determine  
    whether the distortion is caused by astigmatism or the optical system is faulty.
2) The environment is too bright: The appearance of starburst can cause the dots to 
    appear divergent. Try lowering the brightness level.
    In many cases, reducing the brightness helps the dots look clearer whi le 
    maintaining fast acquisition.

Other trouble shooting situations: please contact local dealer or send mail to 
service@vectoroptics.com.
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5 YEARS WARRANTY
Your Vector Optics product is warranted free of defects in materials and workmanship for a 
period of 5 years from time of purchase by the original purchaser. 

In the event of a defect under this warranty, we will, at our option, repair or replace the 
product. This warranty does not cover damages caused by misuse or improper handling. 
Also, this warranty is null and void if modification or maintenance is provided by someone 
other than Vector Optics. This warranty is non-transferable.

This warranty does not cover the product loss, theft, deliberate damage, abuse, 
misapplication or modification. 
This warranty does not apply to the electronic components or batteries. 

For products not directly purchased from us, customer should contact their local dealer for 
applicable warranty in.

            warranty.vectoroptics.com             service@vectoroptics.com
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