
HUGO RIFLESCOPE

USER MANUAL



READ IT BEFORE USE!!!
READ AND UNDERSTAND THE CONTENTS OF YOUR FIREARM’S 

AND SCOPE MANUAL. FOLLOW ALL STANDARD SAFETY PRECAU-

TIONS AND PROCEDURES DURING FIREARM OPERATION.

Scan the QR code to learn more about VectorOptics

USER MANUALVECTOROPTICS FACEBOOK INSTAGRAM

NEVER LOOK AT THE SUN THROUGH THE SCOPE (OR ANY OTHER OPTICAL INSTRUMENT).
IT MAY PERMANENTLY DAMAGE YOUR EYES. 
MAKE SURE FIREARMS ARE UNLOADED AND POINTED IN THE SAFE DIRECTION.
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8SEALED, WATER RESISTANT AND FOGPROOF
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EYEPIECE FOCUSING
The eyepiece is designed to provide a precise fast focus at certain eye relief. The 

eyepiece will focus faster than your eye can compensate for any inaccuracy in 

your adjustment. 

Set your scope at max magnification. Turn back out of the focus ring until the retile is 

completely fuzzy. Look through the scope a plain background. Turn the eyepiece 

focus ring until the reticle itself is maximum sharp clear. Having made your 

adjustment, re-check it quickly.
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Side Focus
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ZEROING
The scope features finger-adjustable audible-click elevation and windage adjustments. 

Referring to the point of impact you will need to adjust both windage and elevation 

turrets. Elevation is the vertical (up-and-down) adjustment, usually on the top of the 

scope. Windage is the horizontal (left-to-right) adjustment, usually on the right 

of the scope. 

MOUNTING
The scope is installed on the gun by means of a pair of scope rings or a one-piece 

scope mount. Use quality scope rings or mount with a base designed to fit your 

particular rifle. The scope shall be mounted without touching either the barrel or the 

receiver. For safety reasons, allow at least 3 inches of clearance between the scope 

and your eyes when shooting. Slide scope forward or backward to acquire the proper 

eye relief that allows you to see the full field of view. Rotate the scope in the rings, 

make sure the reticle pattern is vertical/horizontal to your sight and the elevation 

adjustment is on the top. Tighten all mounting screws to fix the scope firmly on the rifle. 
Do not over-tighten the mount, or it may damage your scope. Max 30 in/lbs (2.5 ft / lbs, or 3.4 Nm) 
for mount base screws.
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Your Vector Optics product is warranted free of defects in materials and workmanship for a 

period of 5 years from the time of purchase by the original owner.

Also, this warranty is null and void if modification or maintenance is provided by someone other 
than Vector Optics. This warranty is non-transferable.

For products not directly purchased from us, please contact the local dealer for applicable 
warranty info.

Any warranty must be registered and complete warranty terms by the link or scan QR code：
https://www.vectoroptics.com/Warranty-Registration/

This warranty does not cover damages caused by misuse, improper handling, loss, theft, 
deliberate damage, or cosmetic damage. The battery is not covered under this warranty.

In the event of a defect under this warranty, we will, at our option, repair or replace the product at 
no charge to you. If we can’t repair your product, we will replace it with a product of equal or better 
physical condition.

FIVE YEARS LIMITED WARRANTY

WARRANTY
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